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DOMTECH  -  PRODUCT LINE CARD

PVC & TPE POWER CORDAGE - ROUND (SVT, SJT, ST, DRT) plus O,OO,W, R ratings where applicable.
- ROUND (SVE, SJE, SE) plus O,OO,W ratings where applicable.
- FLAT (SPT-1, SPT-2, SPT-3, PXWT, etc.)

EQUIPMENT WIRE - TEW/MTW/AWM (Spools & Barrel Pack)
- TR-64
- AWM Styles 1007, 1015, 1054, 1060, 1230, 1232, 1283, 1284 etc.

THERMOSTAT WIRE - LVT
- ELC, PJT

FIRE ALARM - Standard
- Shielded
- Armoured (AIA) - SILVER or RED ARMOUR

SPEAKER WIRE - Parallel, In-Wall, Audio Power Lead

STATION Z - CMG, CM

TRAFFIC SIGNAL CABLE - IMSA 19-1, 20-1, 50-2, 19-1C.
- MTO

SUBMERSIBLE PUMP CABLE - Twisted TWU-40C CSA
- Twisted TW UL
- Jacketed Flat TWU-40C CSA
- Jacketed Round TWU-40C CSA

BUILDING WIRE - RW90, RWU90 14 awg to 2 awg (Sun Res marked)
- NMWU
- TWU-40C
- TW, TW75

TRAILER CABLE - PVC
- EVA

IRRIGATION CABLE/GCS/LVLL - PVC/POLY, CSA & non-CSA.

GROUND WIRE - BARE CU 14 awg to 2 awg

BOAT CABLE - Single Conductor, Round Multi-Conductor, Flat Multi-Conductor

PHOTOVOLTAIC CABLE - CSA: RPV90, RPVU90 14 awg to 2 awg.
- UL: PV Wire, VW-1 and non-VW-1, 14 awg to 2 awg.

TRACER WIRE - Bare Cu: HDPE, LDPE, PVC insulation.
- Copper Clad Steel (CCS): HDPE insulation.

AIRPORT LIGHTING CABLE - ASLC CSA 5000V 8 awg to 4 awg (Sun Res marked).

ELECTRONICS - Multi-Cond, Multi-Pair, unshielded & shielded FT4 (CMG, CM, AWM 600V).

SWITCHBOARD WIRE - SIS, VW-1 and non-VW-1, UL & CSA

BATTERY CABLE - SAE SGT, STT (EVA, PVC).

AUTOMOTIVE HOOK-UP WIRE - GPT, TWP (Spools & Barrel Pack)
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